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BILL OF QUANTITIES 

Phase IV Renovation of 7 Flats in NABARD Officer's Quarters at Cenotaph Road 

  

I PART - A - Flooring 

  SI.NO DESCRIPTION QTY UNIT RATE AMOUNT 

1 Removal of Existing Mosaic Tiles 
Flooring using the cutting 
machines complete including 
stacking of useful materials near the 
site and disposal of unserviceable 
materials outside the premises to a 
distance as per the instructions of the 
Engineer in charge. 

510.00 Sqm   

2 Removal of Existing Mosaic Tiles 
Skirting using the cutting machines 
complete including stacking of useful 
materials near the site and disposal 
of unserviceable materials outside 
the premises to a distance as per the 
instructions of the Engineer in 
charge. 

50.00 Sqm   

3 Filling the lower levels where ever 
required to bring to the required 
level by filling screed concrete of mix 
1:2:4 using 12mm and downgraded 
hard granite coarse aggregate, curing 
etc,. 

15.00 Cum   

4 Providing and laying 600x600mm 
Vitrified Tiles (thickness to be 
specified by the manufacturer), with 
water absorption less than 0.08% 
and conforming to IS 15622, of 
approved brand & manufacturer, in 
all colours and shade in flooring laid 
on 20mm thick cement mortar 1 
cement 4 coarse sand  including 
grouting of joints with white cement 
and matching pigments etc. Basic 
rate of tile is Rs.80/-sq.ft 
inclusive of all taxes 

510.00 Sqm   

5 Providing and laying Vitrified 
Tiles as that of flooring in the 
skirting (thickness to be specified by 
the manufacturer) with water 
absorption less than 0.08% and 
conforming to IS 15622 of approved 
brand & manufacturer, in all colours 
and shade in Skirting laid on 20mm 
thick cement mortar 1 cement  4 
coarse sand ) including grouting of 
joints with white cement and 
matching pigments etc.  Basic rate 

50.00 Sqm   
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II PART - B- Kitchen Renovation works 

SI.NO DESCRIPTION QTY UNI
T 

RATE AMOUN
T 

1 Dismantling & Removing the existing 
Kadapah Slab with sink over the 
kitchen RCC slab without and damage 
to the main kitchen slab and building 
structure and carting away the debris 
from the bank's premises 

14.00 Sqm   

2 Dismantling and removing the 
existing Wall dado ceramic tiles 
above the kitchen RCC slab without 
any damage to the main kitchen slab 
and building structure and carting 
away the debris from the Bank's 
premises 

22.00 Sqm   

3 Supplying and fixing 18mm thick Jet 
Black factory polished granite 
slab with outer edge half moulded 
(bull nosing) and smoothening the 
moulded end sharpness and 
protruding the edge 30mm from RCC 
slab edge including making 
provision/hole for properly placing 
stainless steel sink of bowl size 
17"x10"8" jointed with cement slurry 
mixed with pigment to match the 
shade of the slabs over and including a 
base mortar with CM 1:5 including all 
materials, labour charges, curing etc,,. 

18.00 Sqm   

4 Supplying and fixing Wall dado up to 
Ceiling height above the kitchen slab 
with glazed ceramic joint free wall tiles 
(Kajaria / Somany/Nitco /Johnson 
make ) of size 450mmx300mm with 
basic cost ranging from Rs.50/- to 
Rs.60/- per Sq.ft (after all discounts 
and including tax and approved by the 
Bank's Engineer) over and including 
CM 1:3 or cement slurry base with 

22.00 Sqm   

of tile is Rs.80/-sq.ft inclusive 
of all taxes 

6 Fixing of 18mm thick Granite Sill 
slab in the Main Door and in the Two 
bathrooms width up to 3" matching 
to Door frame width 

12.00 Rmt   

  PART A - TOTAL   
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paper thin joints and joints filled with 
pigment to match the shade of the tiles 
to manufacturers specification 
including cost of all materials, labour 
charges, curing etc,,. 

5 Supplying and fixing Nirali / Elica 
make Mat finish single bowl 
Stainless Steel sink with drain board 
with overall size 3'x1'5" and bowl size 
18"x16"x8" or size matching with the 
size of the exiting kadapah sink along 
with waste coupling and fix the sink 
perfectly match with the work 
platform 

7.00 Nos   

6 Supplying and fixing 50mm 
dia.6kg/sqcm PVC outlet pipe 
(Finolex.supereme make, approx, 
1.5m per kitchen) connecting the SS 
sink with floor trap as concealed after 
cutting grooves in masonry, restoring 
damaged portion, including replacing 
the floor sump (by disconnecting the 
existing pipe attached to it) with PVC 
4-2ay floor trap (6kg/sqcm, Finolex 
make) including replacing the existing 
floor grating with 150mm x 150mm 
square size SS grating and 
reconnecting existing pipes to the new 
floor trap including the cost for 
removing the existing floor tiles and 
filling concrete in floor sump area and 
refilling the floor with necessary 
concrete filling 1:2:4 and restore the 
floor with matching ceramic tiles 
(approx . 4sqft per kitchen) including 
cost of all materials , labours charges, 
curing etc,, 

7.00 No   

7 Supplying and fixing 32mm dia 
flexible PVC drainage outlet pipe 
connecting the SS Sink with existing 
floor sump including replacing the 
existing grating with 150mmx150mm 
square size SS grating including cost of 
all material, labour charges, curing 
etc., 

7.00 No   

8 Supplying and fixing 50mm dia, 
6kg/sqcm PVC outlet pipe 
(Finolex/supreme make approx. 1.5m 
per kitchen) connecting sink to the 
existing drainage main directly using 
necessary PVC fittings such as Tees, 
Reducer, Bend, etc., 

7.00 Nos   
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9 Supplying and fixing of 15mm dia. 
Jaguar make or equivalent Sink cock 
with swinging casted spout wall 
mounted with flange model No.FLR-
5347 after dismantling and removing 
the existing bib cocks without and 
damage including cost of all materials, 
labour charges etc,. 

14.00 Nos   

10 Supplying and fixing Jaguar make 
(model: Florentine) or equivalent 
15mm dia C.P. Stop Cock including 
cost of all materials, labour charges 
etc. 

14.00 Nos   

11 Supplying and fixng Jaguar make 
(model: Florentine) 15mm dia C.P. 
Angle Valve (angle cock) or 
equivalent including cost of all 
materials, labour charges etc. 

7.00 Nos   

12 Supplying and fixing 3/4" dia 
schedule-40 UPVC beavy pressure 
pipes (Finolex / supreme or equivalent 
make as approved by the bank's 
engineer) as per ASTM D 1785 with 
Schedlue-80 UPVC 
specials/fittings/joints such as bends, 
Tees, elbows, Y  s, coupler, reducer , 
reducing bush, MTA, FTA, Union, 
cross Tee, end cac etc., 

20.00 Rmt   

13 Supplying and fixing of approved 
make 15mm dia PVC connection 
pipe 450mm long with copper nut 
washer including all materials, labour 
charges etc,. 

7.00 No   

14 Removing the existing Exhaust fan, 
then cleaning and painting the fan and 
frame including metal louver with 
spray or manually with primer and two 
coats synthetic Enamel paint and 
fixing the fan on a teak wood frame to 
be newly provided of size 
approximately 400mmx400mm with 
section 50mmx25mm painted with 
primer and two coats synthetic enamel 
paint and a netlon of equivalent size of 
the wooden frame to be embedded 
between fan and the wooden frame 
and refix the fan, frame and louver to 
the wall including replacing the 
connection wire and plug pin from the 
fan if necessary and also including cos 
of all materials and labour charges 
etc..,, 

7.00 No   
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15 Supplying and providing Power 
Point wiring to the switch board for 
housing 16A and 6 A switched sockets, 
from the MCBDB through existing 
PVC conduit with 2 x 4 Sqm run and 
1.5Sqmm run with FR grade single 
core, multi stranded PVC insulated 
copper wire, 1.1KV grade insulation, 
proper colour coding and BIS 
marking, of approximately 15 mtrs, 
and out of this some the length, as per 
the needs, if any, laying by providing 
new 20mm dia PVC conduits ( Avon 
plast make medium ) or laying 
externally with PVC trunking (PVC 
casing -n capping) , ISI mark 1.2mm 
thick minimum 20mm width , with 
double locing arrangement with 
grooves , 1.8mm thick push 
fit/joints/accessories for PVC 
trunking such as couplers, elbows, 
internal/external angles, junction 
boxes of required ways of the same 
make.' 

21.00 Point   

16 Supplying and providing Point 
wiring for light, fan, 6A switched 
sockets with 3 R 1.5 Sqm FR insulated 
multi strand single core copper 
conductor with drawn in 20mm PVC 
conduit to be laid and concealed in the 
wall , or laying externally with PVC 
trunking (PVC casing-n-capping) ISI 
mark 1.2mm thick , minimum 20mm 
width , with double locking 
arrangement with grooves , 1.8mm 
thick push fit joints/accessories for 
PVC trunking such as couplers, 
elbows, internal/external angles, 
junction boxes of required ways of the 
same make.' 

105.00 Point   

17 Buying back old Bib cocks removed 
and dismantled under the above items 
of work and carrying away from the 
site '  As is where is basis without any 
damage to the existing structures and 
disturbance to the occupants 

21 Nos   

18 Buying back old cables, switches and 
sockets, removed and dismantled 
undre the above items of work and 
carrying away from the site 'As  is 
where is basis without any damage to 
the existing structures and 
disturbance to the occupants 

  LS   
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19 Providing and fixing of Ball Valve 1.00 No   

20 Supply and fixing of Point wiring for 
Exhaust Fan in kitchen for 7 flats 

7.00 No   

  Part B- Total   
  
  

 

 

III Part -C -Painting 

SINO DESCRIPTION QTY UNIT RATE AMOUNT 

1 Providing the existing wall colour of 
paint of one coat for the Hall, Bed 
Rooms. The surface that has to receive 
the paint is to be scrubbed to make the 
surface smooth without undulation. 
Minor hairline cracks are to be filled 
by making v groove and smoothening 
the same with birla wall care putty. No 
extra payment will be made for the 
same. The paint shall be prepared 
strictly according to the 
manufacturer's instructions and 
specifications.  After proper surface 
preparation the coat of acrylic paint is 
to be applied of approved brand and 
shade uniformly by using soft bristle 
brush to match with the existing paint 
surface. 

1140.00 Sqm   

2 Providing the existing wall colour of 
two coats for Kitchen The surface that 
has to receive the paint is to be 
scrubbed to make the surface smooth 
without undulation. Minor hairline 
cracks are to be filled by making v 
groove and smoothening the same 
with birla wall care putty. No extra 
payment will be made for the 
same.The paint shall be prepared 
strictly according to the 
manufacturer's instructions and 
specifications.  After proper surface 
preparation the coat of acrylic paint is 
to be applied of approved brand and 
shade uniformly by using soft bristle 
brush to match with the existing paint 
surface. 

450.00 Sqm   

  PART C -Total   
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 SUMMARY Amount 

1 PART- A- Flooring  

2 PART- B- Kitchen Works  

3 PART- C- Paining  

 Grand Total  

 

Grand Total Amount in words …………………………………………………………....................... 

Name of the person authorized to sign and submit the Tender 

 

Date        Yours faithfully 

Place         

 

Signature 

Seal 


