Consultancy and conducting of Structural Audit, NDT of various Buildings of NABARD in MUMBAI


NATIONAL BANK FOR AGRICULTURE AND RURAL DEVELOPMENT

[image: image1.emf]
FINANCIAL BID DOCUMENT

 (Tender No. 2011/NABARD/Consultancy/Prem - 01)

FOR

“Consultancy and conducting of Structural Audit, NDT   of various Buildings of

NABARD at various locations in MUMBAI”.

Cost of Bid Document – Nil

DATE OF PRE-BID MEETING: 14-11-2011 at 15.00 Hrs.

( Last Date and Time of Submission
: 21-11-2011 by 15: 00 hrs )

Revised Date and Time of Submission : 28-11-2011 by 15:00 hrs

NATIONAL BANK FOR AGRICULTURE AND RURAL DEVELOPMENT

 C 24, G Block, BKC, Bandra (E), MUMBAI 400 051

Tel : +91(22) , 26539181, 26524953, Fax : +91(22) 26524694

NATIONAL BANK FOR AGRICULTURE AND RURAL DEVELOPMENT

C O N T E N T S

	      Sr. No
	DESCRIPTION:
	 PAGE NO.

	1
	Tender Application (Financial Bid)
	3

	2
	Schedule of Quantity

NABARD NAGAR, KANDIVALI.

NABARD PARK, SANTACRUZ.

DAMODAR PARK, GHATKOPAR.

NESTLE, LOWER PAREL  &  KVS, DADAR.


	4-6

7-9

10-12

13-15


  NOTE:
Bidder should confirm that they have received all the above papers.  All the documents issued is to be returned duly signed by the Bidder while submitting their offer. This tender document contains 15 Nos. pages. The date and time of  opening Financial Bid shall be intimated later.

TENDER ISSUED TO:

M/s.    
    __________________________

        

    __________________________

Tel:         _______________________ 

Mobile     _______________________ 

Chief Engineer, Premises Department, NABARD.

 C 24, G Block, BKC, Bandra (E), MUMBAI 400 051

Tel : +91(22) 26539181, 26524953, Fax : +91(22) 26524694

TENDER APPLICATION (Financial Bid)

The Chief Engineer,

Premises Dept., A & B Wing, 2nd floor,

C 24, G Block, BKC,

Bandra (E), MUMBAI 400 051

I/We-----------------------------------------------------------------------------------------------------------have read the various conditions to tender attached here to and hereby agree to abide by the said conditions. I/We also agree to keep this tender open for acceptance for a period of 120 (One hundred twenty) days from the date fixed for opening the same and in default thereof I/We will be liable for forfeiture of my/our earnest money. 

I/We offer to do this work of “Consultancy and conducting of Structural Audit, NDT of various Buildings of NABARD at various locations in MUMBAI”. at the rates quoted by us in the Financial Bid schedule and hereby bind myself/ourselves to complete the work in all respects within Three and a half months from the date of issue of letter of acceptance of tender.

I/We also hereby agree to abide by the General Condition of Contract and to carry out the work according to the Special Conditions of Contract and specifications for material and works as laid down by NABARD.

I/We resile from my/our offer or modify the terms and conditions thereof in   a manner not acceptable to NABARD during a period of 120 (One hundred twenty) days from the date of opening of tender.

Until a formal agreement is prepared and executed, the issuance of acceptance of the our tendered rates shall constitute a binding contract between us as per the terms & conditions of the tender document subject to modification, as may be mutually agreed to between us as indicated in the letter of acceptance of my/our offer for this work.

We also understand that the quantities of various items of works will be finalized by NABARD in consultation with the agency/consultant and the work will be executed by us as per final decision of NABARD and claim will be as per actual quantity executed and as per rates quoted in the tender without any extra claim. We are therefore agreeable in case some of the items are deleted from the scope without making any claim/damages. 

Signature of the Tenderer/s

Tenderer/s Address (complete postal address to be given)

___________________________________

Dated

Place

NATIONAL BANK FOR AGRICULTURE AND RURAL DEVELOPMENT

FINANCIAL BID DOCUMENT

Name of work :-    Consultancy and conducting of  Structural Audit, NDT   of various Buildings of NABARD, in MUMBAI

	
	

	
	Location of Work :-  NABARD NAGAR, KANDIVALI,  MUMBAI


	Sr.

No
	Description
	Quantity
	Rate
	Amount

	1
	Conducting detailed survey of each building by visual inspection covering

· External faces, common areas e.g. Terrace, staircase, water tanks, lift  machine rooms etc.

· All Apartments / Flats to assess current state of condition, levels of deterioration, stability/durability etc.
	Lump Sum
	
	

	2
	NDT
	
	
	

	a
	Rebound Hammer Test: Preparing the surface of RCC structural members such as beams, columns, slabs etc by chipping the plastered surface/finishing/cladding to expose the concrete, smoothening the area using carborandum stone all in terms of relevant IS code and conducting rebound hammer test all as per IS 13311-1992(Part 2) or as directed by consultant including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	800
	
	

	b
	UPV ( Ultrasonic Pulse Velocity) Test: Preparing the surface of RCC structural members such as beams, columns, slabs etc. by chipping the plastered surface/finishing/cladding to expose the concrete, smoothening the area using carborandum stone all in terms of relevant IS code and conducting rebound hammer test all as per IS 13311-1992(Part 1) or as directed by consultant including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	800
	
	

	c
	Carbonation Depth Test: Preparing the surface of RCC structural member such as beams, columns, slabs, water tank walls & slab etc by chipping the plastered surface/finishing/cladding to expose the concrete, cutting etc as per relevant code and conducting carbonation test at various depth as directed by consultant using phenolphthalein of specified concentration to assess depth of carbonation including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	400
	
	

	d
	Half Cell Potential Test for Corrosion mapping. Preparing the structural members as directed to expose the reinforcement steel, cleaning the area with blower/wire brush and carrying out half-cell potentiometer test for measuring the level of corrosion of reinforcement steel in the RCC member including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	400
	
	

	e


	Core Test: Deciding the location by using “Rebar Locator/Cover Meter” and Preparing the structural members as directed to expose the concrete, cleaning the area with blower /wire brush and taking out the concrete sample with cutter  and testing as per standard specification including analysis of the test result & preparation 

of separate report for each building with observations and recommendations for remedial measures  if any.


	60
	
	

	3
	Consultancy charges for preparation of building wise structural audit report which includes

a.  The findings from detailed visual inspection  as in item 1

b   Non destructive test results

c   Suggested remedial measures

d Bill of quantities item wise & detailed specification with cost estimate for each building.

All based on the visual inspection, NDT, assessment as per item 1and 2. 
	19 buildings
	
	

	4


	Incidental charges for intermittent site visits during the execution of the repair works at each colony/location based on the structural audit report/detailed BOQ vide item 3. The repairs will be taken up by NABARD as per their procedure
	Lump Sum
	
	

	5
	Additional Charges over and above the rate quoted in Item No. (4) above, in case full time supervision is required during the execution of the repair works at each colony/location based on the structural audit report/detailed BOQ vide item 3. The repairs will be taken up by NABARD as per their procedure
	Lump Sum
	
	

	6
	To carry out final site visit after completion of repair works and issue a structural fitness certificate


	Lump Sum
	
	

	7
	Total Amount
	
	
	


Total amount in Rupees......................................................................................................................

Note
:
The patch plastering/related repair work except for painting, will have to be done by the individual firm at their cost after conducting various test, if any.

Date
:




















Seal and Signature

Place
:








   of the Tenderer

NATIONAL BANK FOR AGRICULTURE AND RURAL DEVELOPMENT

FINANCIAL BID DOCUMENT

Name of work :-    Consultancy and conducting of  Structural Audit, NDT   of various Buildings of NABARD in MUMBAI

	
	

	
	Location of Work :-    NABARD PARK, SANTACRUZ, MUMBAI


	Sr.

No
	Description
	Quantity
	Rate
	Amount

	1
	Conducting detailed survey of each building by visual inspection covering

· External faces, common areas e.g. Terrace, staircase, water tanks, lift  machine rooms etc.

· All Apartments / Flats to assess current state of condition, levels of deterioration, stability/durability etc.
	Lump Sum
	
	

	2
	NDT
	
	
	

	a
	Rebound Hammer Test: Preparing the surface of RCC structural members such as beams, columns, slabs etc by chipping the plastered surface/finishing/cladding to expose the concrete, smoothening the area using carborandum stone all in terms of relevant IS code and conducting rebound hammer test all as per IS 13311-1992(Part 2) or as directed by consultant including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	400
	
	

	b
	UPV ( Ultrasonic Pulse Velocity) Test: Preparing the surface of RCC structural members such as beams, columns, slabs etc. by chipping the plastered surface/finishing/cladding to expose the concrete, smoothening the area using carborandum stone all in terms of relevant IS code and conducting rebound hammer test all as per IS 13311-1992(Part 1) or as directed by consultant including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	400
	
	

	c
	Carbonation Depth Test: Preparing the surface of RCC structural member such as beams, columns, slabs, water tank walls & slab etc by chipping the plastered surface/finishing/cladding to expose the concrete, cutting etc as per relevant code and conducting carbonation test at various depth as directed by consultant using phenolphthalein of specified concentration to assess depth of carbonation including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	200
	
	

	d
	Half Cell Potential Test for Corrosion mapping. Preparing the structural members as directed to expose the reinforcement steel, cleaning the area with blower/wire brush and carrying out half-cell potentiometer test for measuring the level of corrosion of reinforcement steel in the RCC member including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	200
	
	

	e


	Core Test: Deciding the location by using “Rebar Locator/Cover Meter” and Preparing the structural members as directed to expose the concrete, cleaning the area with blower /wire brush and taking out the concrete sample with cutter  and testing as per standard specification including analysis of the test result & preparation 

of separate report for each building with observations and recommendations for remedial measures  if any.
	30
	
	

	3
	Consultancy charges for preparation of building wise structural audit report which includes

a.  The findings from detailed visual inspection  as in item 1

b   Non destructive test results

c   Suggested remedial measures

d Bill of quantities item wise & detailed specification with cost estimate for each building.

All based on the visual inspection, NDT, assessment as per item 1and 2. 
	09 buildings
	
	

	4


	Incidental charges for intermittent site visits during the execution of the repair works at each colony/location based on the structural audit report/detailed BOQ vide item 3. The repairs will be taken up by NABARD as per their procedure
	Lump Sum
	
	

	5
	Additional Charges over and above the rate quoted in Item No. (4) above, in case full time supervision is required during the execution of the repair works at each colony/location based on the structural audit report/detailed BOQ vide item 3. The repairs will be taken up by NABARD as per their procedure
	Lump Sum
	
	

	6
	To carry out final site visit after completion of repair works and issue a structural fitness certificate


	Lump Sum
	
	

	7
	Total Amount
	
	
	


Total amount in Rupees......................................................................................................................

Note
:
The patch plastering/related repair work except for painting, will have to be done by the individual firm at their cost after conducting various test, if any.

Date
:




















Seal and Signature

Place
:








   of the Tenderer

NATIONAL BANK FOR AGRICULTURE AND RURAL DEVELOPMENT

FINANCIAL BID DOCUMENT

Name of work :-    Consultancy and conducting of  Structural Audit, NDT   of various Buildings of NABARD in MUMBAI

	
	

	
	Location of Work :-  DAMODAR PARK, GHATKOPAR, MUMBAI


	Sr.

No
	Description
	Quantity
	Rate
	Amount

	1
	Conducting detailed survey of each building by visual inspection covering

· External faces, common areas e.g. Terrace, staircase, water tanks, lift  machine rooms etc.

· All Apartments / Flats to assess current state of condition, levels of deterioration, stability/durability etc.
	Lump Sum
	
	

	2
	NDT
	
	
	

	a
	Rebound Hammer Test: Preparing the surface of RCC structural members such as beams, columns, slabs etc by chipping the plastered surface/finishing/cladding to expose the concrete, smoothening the area using carborandum stone all in terms of relevant IS code and conducting rebound hammer test all as per IS 13311-1992(Part 2) or as directed by consultant including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	300
	
	

	b
	UPV ( Ultrasonic Pulse Velocity) Test: Preparing the surface of RCC structural members such as beams, columns, slabs etc. by chipping the plastered surface/finishing/cladding to expose the concrete, smoothening the area using carborandum stone all in terms of relevant IS code and conducting rebound hammer test all as per IS 13311-1992(Part 1) or as directed by consultant including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	300
	
	

	c
	Carbonation Depth Test: Preparing the surface of RCC structural member such as beams, columns, slabs, water tank walls & slab etc by chipping the plastered surface/finishing/cladding to expose the concrete, cutting etc as per relevant code and conducting carbonation test at various depth as directed by consultant using phenolphthalein of specified concentration to assess depth of carbonation including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	150
	
	

	d
	Half Cell Potential Test for Corrosion mapping. Preparing the structural members as directed to expose the reinforcement steel, cleaning the area with blower/wire brush and carrying out half-cell potentiometer test for measuring the level of corrosion of reinforcement steel in the RCC member including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	150
	
	

	e


	Core Test: Deciding the location by using “Rebar Locator/Cover Meter” and Preparing the structural members as directed to expose the concrete, cleaning the area with blower /wire brush and taking out the concrete sample with cutter  and testing as per standard specification including analysis of the test result & preparation 

of separate report for each building with observations and recommendations for remedial measures  if any.
	20
	
	

	3
	Consultancy charges for preparation of building wise structural audit report which includes

a.  The findings from detailed visual inspection  as in item 1

b   Non destructive test results

c   Suggested remedial measures

d Bill of quantities item wise & detailed specification with cost estimate for each building.

All based on the visual inspection, NDT, assessment as per item 1and 2. 
	07 buildings
	
	

	4


	Incidental charges for intermittent site visits during the execution of the repair works at each colony/location based on the structural audit report/detailed BOQ vide item 3. The repairs will be taken up by NABARD as per their procedure
	Lump Sum
	
	

	5
	Additional Charges over and above the rate quoted in Item No. (4) above, in case full time supervision is required during the execution of the repair works at each colony/location based on the structural audit report/detailed BOQ vide item 3. The repairs will be taken up by NABARD as per their procedure
	Lump Sum
	
	

	6
	To carry out final site visit after completion of repair works and issue a structural fitness certificate


	Lump Sum
	
	

	7
	Total Amount
	
	
	


Total amount in Rupees......................................................................................................................

Note
:
The patch plastering/related repair work except for painting, will have to be done by the individual firm at their cost after conducting various test, if any.

Date
:




















Seal and Signature

Place
:








   of the Tenderer

NATIONAL BANK FOR AGRICULTURE AND RURAL DEVELOPMENT

FINANCIAL BID DOCUMENT

Name of work :-    Consultancy and conducting of  Structural Audit, NDT   of various Buildings of NABARD in MUMBAI

	
	

	
	Location of Work :-   LOWER PAREL (3 Bldgs) &  DADAR  (2 Bldgs), MUMBAI. 


	Sr.

No
	Description
	Quantity
	Rate
	Amount

	1
	Conducting detailed survey of each building by visual inspection covering

· External faces, common areas e.g. Terrace, staircase, water tanks, lift  machine rooms etc.

· All Apartments / Flats to assess current state of condition, levels of deterioration, stability/durability etc.
	Lump Sum
	
	

	2
	NDT
	
	
	

	a
	Rebound Hammer Test: Preparing the surface of RCC structural members such as beams, columns, slabs etc by chipping the plastered surface/finishing/cladding to expose the concrete, smoothening the area using carborandum stone all in terms of relevant IS code and conducting rebound hammer test all as per IS 13311-1992(Part 2) or as directed by consultant including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	200
	
	

	b
	UPV ( Ultrasonic Pulse Velocity) Test: Preparing the surface of RCC structural members such as beams, columns, slabs etc. by chipping the plastered surface/finishing/cladding to expose the concrete, smoothening the area using carborandum stone all in terms of relevant IS code and conducting rebound hammer test all as per IS 13311-1992(Part 1) or as directed by consultant including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	200
	
	

	c
	Carbonation Depth Test: Preparing the surface of RCC structural member such as beams, columns, slabs, water tank walls & slab etc by chipping the plastered surface/finishing/cladding to expose the concrete, cutting etc as per relevant code and conducting carbonation test at various depth as directed by consultant using phenolphthalein of specified concentration to assess depth of carbonation including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	100
	
	

	d
	Half Cell Potential Test for Corrosion mapping. Preparing the structural members as directed to expose the reinforcement steel, cleaning the area with blower/wire brush and carrying out half-cell potentiometer test for measuring the level of corrosion of reinforcement steel in the RCC member including analysis of the test result & preparation of separate report for each building with observations and recommendations for remedial measures if any.
	100
	
	

	e


	Core Test: Deciding the location by using “Rebar Locator/Cover Meter” and Preparing the structural members as directed to expose the concrete, cleaning the area with blower /wire brush and taking out the concrete sample with cutter  and testing as per standard specification including analysis of the test result & preparation 

of separate report for each building with observations and recommendations for remedial measures  if any.
	20
	
	

	3
	Consultancy charges for preparation of building wise structural audit report which includes

a.  The findings from detailed visual inspection  as in item 1

b.   Non destructive test results

c.  Suggested remedial measures

d. Bill of quantities item wise & detailed specification with cost estimate for each building.

All based on the visual inspection, NDT, assessment as per item 1and 2. 
	05 buildings
	
	

	4


	Incidental charges for intermittent site visits  during the execution of the repair works at each colony/location based on the structural audit report/detailed BOQ vide item 3. The repairs will be taken up by NABARD as per their procedure
	Lump Sum
	
	

	5
	Additional Charges over and above the rate quoted in Item No. (4) above, in case full time supervision is required during the execution of the repair works at each colony/location based on the structural audit report/detailed BOQ vide item 3. The repairs will be taken up by NABARD as per their procedure
	Lump Sum
	
	

	6
	To carry out final site visit after completion of repair works and issue a structural fitness certificate


	Lump Sum
	
	

	7
	Total Amount
	
	
	


Total amount in Rupees...................................................................................................................

Note
:
The patch plastering/related repair work except for painting, will have to be done by the individual firm at their cost after conducting various test, if any.

Date
:




















Seal and Signature

Place
:








   of the Tenderer

15

